~~

one foot
6”

three inches

one foot

one and one half inches

one foot

one inch

one foot

three quarters inch

= one foot

one half inch
0

one foot

three eighths inch

one foot

DEPARTMENT OF VETERAN'S AFFAIRS

CORRECT POTABLE WATER
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1. CONTRACTOR SHALL VERIFY EXACT LOCATION OF EXISTING LINES, 13, THE SEISMIC BRACING AND ANCHORAGE OF PIPING SHALL BE IN VA DIRECTIVES. DESIGN MANUALS. MASTER SPECIFICATIONS. VA SYMBOL ABBREV. DESCRIPTION NO. | DRAWING NO. DRAWING NAME
LATERALS AND TEES BEFORE STARTING. SHOULD IT BE NECESSARY ACCORDANCE WITH GUIDELINES FOR SEISMIC RESTRAINTS OF . ; ' = — :
TO RE—ROUTE LINES DUE TO CONDITIONS FOUND ON THE SITE MANUAL GUIDELINES FOR MECHANICAL SYSTEMS PUBLISHED BY NATIONAL CAD STANDARD APPLICATION GUIDE, AND OTHER - cwW COLD WATER 2 wss! & 1 POO1 PLUMBING LEGEND, NOTES, TABLE OF CONTENTS, PROJECT LOCATION, AND
OR IF INDICATED P.0.C. CANNOT BE MADE TO THE LINES AS SMACNA OR MASON. IN ADDITION CONTRACTOR SHALL PROVIDE GUIDANCE ON THE TECHNICAL INFORMATION LIBRARY. A | A VICINITY PLAN
FOUND, THE CONTRACTOR SHALL NOTIFY THE OWNER/ENGINEER TENTATIVELY SPACE LATERAL BRACES EVERY 40 FT MAXIMUM __ HW HOT WATER 8 z University of,
BEFORE INSTALLING ANY WORK WHICH MAY BE AFFECTED. &4A|Na§ LXEBI-:?%N&TC&R/ EI-LTY %é)/(&cé(sl_oﬁol#uRglm{ %21%225E0E2$G x INTERNATIONAL BUILDING CODE, EDITION 2015. e, * o /@\ : Califomia-La X 5002 SLUMBING FIXTURE SCHEDULE AND HYDRAULIC CALCULATIONS
2. ALL WORK SHALL BE DONE IN COMPLIANCE WITH THE LATEST 80 FT MAXIMUM (4" & UNDER) & 60 FT MAX. (6" & LARGER) + INTERNATIONAL PLUMBING CODE. EDITION 2015 —_— HWR HOT WATER RETURN j:, e X A
CURRENT EDITION OF THE CALIFORNIA & INTERNATIONAL DISTANCE ALONG MAINS. LATERAL BRACES SHOULD MEET THE ' ‘
PLUMBING CODE (IPC) & REGULATIONS, TITLE 24, VA PIPING AT RIGHT ANGLES, AND LONGITUDINAL BRACES SHOULD — ECW —— ECW EXISTING COLD WATER * \ UCLA Medical [ /< 3 256—PD200 | PLUMBING BASEMENT FLOOR DEMOLITION PLAN
REQUIREMENTS, TITLE 19 & ALL APPLICABLE CODES AND BE ALIGNED WITH THE PIPING. IN ADDITION BRACES SHALL BE x NATIONAL FIRE PROTECTION ASSOCIATION FIRE CODES WITH THE 1Y 4 o Center $
REGULATIONS. PROVIDE ON EVERY PIPING ABOVE CEILING OR BEL ROOF WHEN EXCEPTION OF NFPA 5000 AND NFPA 900, MOST RECENT EDITIONS. Heights \ £
CHANGES OF DIRECTION (ELBOWS) OCCUR EHW EHW | EXISTING HOT WATER AP
3. ALL EXISTING PLUMBING LINES SHOWN ARE TAKEN FROM EXISTING ‘ N la National 4 256—PD201 | PLUMBING FIRST FLOOR DEMOLITION PLAN
DRAWINGS WHICH INDICATE APPROXIMATE LOCATION ONLY. THE SCOPE OF WORK —— EHWR —— EHWR EXISTING HOT WATER RETURN ® Cemetery e =
CONTRACTOR IS TO INCLUDE IN HIS BID TO PERFORM FIELD X AN et
14.  PROVIDE UTILITY PIPE LABELS AND FLOW DIRECTION AS A b\ ilage L
INVESTIGATION ' TO PIN POINT THE EXACT LOCATION AS REQUIRED REQUIRED N cv CHECK VALVE et 3 o 5 5 | 256-PD202 | PLUMBING SECOND FLOOR DEMOLITION PLAN
FOR DEMOLITION OR MAKING NEW CONNECTION. ‘ 1. THE SCOPE OF THIS PROJECT IS TO REPLACE ALL EXISTING GALVANIZED W £\ S erans i N\ 2
, AND OLD/WORN COPPER HOT AND COLD WATER PIPING WITH NEW COPPER L) o e — 3 &)
4. INTERRUPTION OF EXISTING SERVICES: THE CONTRAGTOR'S 15.  VERIFY EXISTING CONDITIONS AT THE SITE PRIOR TO MATERIAL AND PIPING. PROVIDE NEW LINE-SIZE SHUT OFF VALVES AND MAIN ISOLATION < POC | POINT OF CONNECTION Park | g TN N A £y \
PIPING, ETC. THE CONTRACTOR WILL BE HELD RESPONSIBLE FOR EQUIPMENT PURCHASE AND FABRICATION. VALVES AS INDICATED ON PLANS. - POD POINT OF DISCONNECTION 2 Saﬂvmemewd \ @ & \ Park oc.% 6 256—PL200 | PLUMBING BASEMENT FLOOR REMODEL PLAN
THE PROPER AND APPROVED REPAIR OF ANY AND ALL DAMAGE 2. PROVIDE NEW LINE-SIZE SHUT—OFF VALVE AS INDICATED ON PLANS. 05
CAUSED BY HIM OR HIS WORK TO EXISTING BUILDINGS., CONDUIT 16. EXISTING WORK DAMAGED OR CUT INTO DURING CONSTRUCTION e B¥ = \Db w
PIPING. PLANTS, ETC. NEW WORK AND INSTALLATIONS SHALL BE SHALL BE PATCHED OR REPAIRED, PAINTED OR FINISHED TO 3. PROVIDE NEW LINE—SIZE AREA ISOLATION VALVES AS INDICATED ON <1 sov SHUT OFF VALVE gan Ve o Ageles g 7 256—PL201 | PLUMBING FIRST FLOOR REMODEL PLAN
MADE WITH MINIMAL INTERRUPTIONS OF SERVICES TO EXISTING MATCH EXISTING ADJACENT SURFACES IN TEXTURE, FINISH AND PLANS. Brentwood | (¢ » @@\ A
BUILDINGS. FINES ARE A MINIMUM OF $2,500 PER INCIDENT. ANY COLOR. 4. PROVIDE NEW LINE—SIZE BALANCING VALVES AS INDICATED ON PLANS. ] CAPPED LINE A "‘%% g‘q’ "%\ %{b
INTERRUPTIONS REQUIRED SHALL BE SCHEDULED TO MINIMIZE 17 EXISTING PIPING SHOWN ARE APPROXIMATE LOGATION ONLY AND 2 3 O S XN 5| 8 256—PL202 | PLUMBING SECOND FLOOR REMODEL PLAN
INCONVENIENCE TO THE OWNER, AND AT TIMES AS APPROVED IN . / PIPING TO BE REMOVED & ¥ \
ADVANCE BY THE ENGINEER. NEW WORK AND INSTALLATIONS SHALL SHOULD NOT BE CONSIDERED AS A COMPLETE SURVEY OF CODE REQUIREMENTS 7 2 _// % D %%m% )
¥|_c|>g IC%?AAI;EE:I'I-E'IE ERRg?éigT FSlJHNA(E)LEogéNi gl;O?EER E\?(I%II\Tngzﬁ?rL%TY' EXISTING PIPING. c = PIPE—DOWN OR DROP ] 4 “% XN Oﬂ.go‘?‘&' 9 256—P401 PLUMBING HOT AND COLD WATER RISER DIAGRAMS — BUILDING 256
ENTITY THROUGHOUT. FURNISH ALL LABOR AND MATERIALS 18.  BEFORE ANY WORK IS STARTED, VERIFY LOCATIONS AND SIZES OF A. THE INTENT OF THE DRAWINGS IS TO UPGRADE THE EXISTING DOMESTIC - v3 D 4 O R
REQUIRED TO RELOCATE, REMOVE, REINSTALL, RECONNECT, NOTED EXISTING PIPING. DISCREPANCIES BETWEEN FIELD DATA AND WATER SYSTEMS FOR BUILDINGS 256 AND 257 OF THE DEPARTMENT OF Ot O——— PIPE-UP OR RISER a 2a A D
REPLACE, ETC., ANY EXISTING PIPING TO ACCOMMODATE THE WORK. DATA ON PLANS AND SPECIFICATIONS SHALL BE REPORTED TO VETERANS AFFAIRS WEST LOS ANGELES HEALTH CARE SYSTEM IN " B 22T S\ 10 256—P402 | PLUMBING HOT AND COLD WATER RISER DIAGRAMS — BUILDING 256
MATERIALS SHALL BE AS SPECIFIED UNLESS OTHERWISE APPROVED THE VA REPRESENTATIVE. DO NOT PROCEED WITH INSTALLATION IN ACCORDANCE WITH LIFE SAFETY CODE AND STANDARDS. SHOULD ANY & 0 Recreation.).>
IN WRITING BY THE ENGINEER. CONTRACTOR SHALL INCLUDE IN HIS AREAS OF DISCREPANCY UNTIL DISCREPANCIES HAVE BEEN %ﬂEgLTIENTiEDE_Yﬁ:—S?EDN%TO SI?VVEIEEDNCB)\{ ggaPEQNJVIR%CTSADIgngEgTTRSUCTION ? WHA WATER HAMMER ARRESTER o & %ﬁ% RO
. RESOLVED. )
BID ANY EXTRA WORK REQUIRED TO MINIMIZE SHUTDOWN TIME STANDARDS. A CHANGE ORDER DETAILING  AND SPEECHIFYING THE . BY BALANCING VALVE %, o % 3 Sohd o+ 11 | 257—PD200.1| PLUMBING LOWER BASEMENT FLOOR DEMOLITION PLAN
19. NO HOLES SHALL BE DRILLED OR CUT IN OR THROUGH ANY REQUIRED WORK SHALL BE SUBMITTED TO AND APPROVED BY VA & e ¥ W ONmee o
STRUCTURAL ELEMENT WITHOUT APPROVAL OF THE VA CONTRACTING OFFICER BEFORE PROCEEDING WITH THE WORK. o % s ioniea
5 e R S N E PR TS 1S Mo e REPRESENTATIVE. SR o @ #TT | 45 | 257-PD200 | PLUMBING BASEMENT FLOOR DEMOLITION PLAN
UNTIL THE DETAILS HAVE BEEN REVIEWED AND APPROVED BY THE B. ALL ADDENDA AND CHANGE ORDERS SHALL BE SIGNED BY THE SoatwZs o z DL %
STRUCTURAL ENGINEER AND THE FIELD ENGINEER IF THE DETAILS 20 R SN HINGR MODIFICATIONS NAY BE REQUIRED T0 SUIT o8 CONTRACTING OFFICER. RESPONSIBILITIES OF ARCHITECT/ ENGINEER OF Y6 &
DO NOT SHOW OR CONFORM TO THE APPROVED DRAWINGS. . RECORD, CONSULTANTS, AND GENERAL CONTRACTOR SHALL BE IN 13 257—PD201 | PLUMBING FIRST FLOOR DEMOLITION PLAN
CONDITIONS OR SITUATIONS, AND SUCH MODIFICATIONS SHALL BE ACGORDANGE WITH VA CONSTRUCTION STANDARDS
6. CONTRACTOR SHALL BE RESPONSIBLE FOR SECURING ALL INCLUDED AS PART OF THE SCOPE OF WORK. '
PERMITS, AND PAYING ALL FEES REQUIRED TO PERFORM C. ALL ADDENDA AND CHANGE ORDERS SHALL BE SIGNED BY THE .
ALL WORK SHOWN ON THE DRAWINGS. 21.  SEAL PENETRATIONS THROUGH FIRE-RATED AREAS WITH U.L. CONTRACTING OFFICER. RESPONSIBILITIES OF ARCHITECT/ ENGINEER OF ABBREVIATIONS 2 PROJECT LOCATION 14 | 257—-PD202 | PLUMBING SECOND FLOOR DEMOLITION PLAN
LISTED AND FIRE MARSHALL APPROVED MATERIALS. RECORD, CONSULTANTS, AND GENERAL CONTRACTOR SHALL BE IN
7. CONTRACTOR SHALL VISIT THE SITE, INCLUDING ALL AREAS ACCORDANCE WITH VA CONSTRUCTION STANDARDS. ABBREVIATION DESCRIPTION
INDICATED ON DRAWINGS. HE SHALL THOROUGHLY FAMILIARIZE 22. PROVIDE WATER HAMMER ARRESTER WITH ACCESS PANEL AT 15 257—PL200.1 PLUMBING LOWER BASEMENT FLOOR REMODEL PLAN
HIMSELF WITH THE EXISTING CONDITIONS AND BY THE ACT OF QUICK—CLOSING FIXTURES AS REQUIRED.
SUBMITTING A BID ACCEPTS THESE CONDITIONS UNDER WHICH D. ggmgggg;:gm gl}iﬁhleCR%héFoggvggNh\jgLET%NASED&A(IJ“_I:%T%BOEODES ABV ABOVE
HE WILL BE REQUIRED TO WORK. 23.  PROVIDE TWO LAMINATED VALVE CHARTS. THE CHARTS SHALL ’ :
PROVIDE THE VALVE NUMBER, SIZE AND LOCATION. ONE CHART HAVING JURISDICTION INCLUDING BUT NOT LIMITED TO: cw COLD WATER 16 | 257-PL200 | PLUMBING BASEMENT FLOOR REMODEL PLAN
8. INSTALL ISOLATION UNIONS ON ALL CONNECTIONS BETWEEN SHALL BE GIVEN TO THE VA ADMINISTRATOR AND ONE CHART TO
DISSIMILAR METALS (GALVANIZED STEEL, BLACK STEEL TO THE MAINTENANCE AND OPERATIONS AREA. VA STANDARD TITLE/ SECTION BEL BELOW
COPPER). CONNECTIONS PIPED SHALL BE WITH TWO (2) : 17 257—PL201 | PLUMBING FIRST FLOOR REMODEL PLAN
DIELECTRIC UNIONS AND 12" SECTION OF RED BRASS PIPE IN 4. EACH VALVE SHALL BE NUMBERED AND TAGGED. 1. MASTER CONSTRUCTION SPECIFICATION INDEX (PG—18—1) N) NEW
BETWEEN. 2. VHA PROGRAM GUIDE (PG—18—3) DESIGN AND CONSTRUCTION PROCEDURES.
25. PAINTING: IF THE DAMAGED WALL, FLOOR OR CEILING REQUIRES 3. EQUIPMENT GUIDE (PG-18-5) 18 257—PL202 PLUMBING SECOND FLOOR REMODEL PLAN
9. MAKE ALL TESTS REQUIRED BY ALL LEGALLY CONSTITUTED PAINTING WHICH EXCEEDS 50% OF THE WHOLE AREA OF ONE SIDE 4. EQUIPMENT REF. MANUAL (PG-18—6) (E) EXISTING
AUTHORITIES. PAY FOR ALL CONNECTIONS FEES, PERMIT FEES, OF THE WALL, FLOOR OR CEILING, THE ENTIRE SIDE SHALL BE 5. VA HANDBOOK H—18—8, SEISMIC DESIGN REQUIREMENTS.
EASEMENT FEES, VARIANCES, TEST AND INSPECTION FEES AS PAINTED. PAINT ALL EXPOSED PIPES AND SUPPORTS TO MATCH 6. VA PLUMBING DESIGN MANUAL FLR. FLOOR 19 057—p401 | PLUMBING HOT AND COLD WATER RISER DIAGRAMS — BUILDING 257
REQUIRED. ADJACENT WALL OR CEILING COLOR. 7. VA FIRE PROTECTION MANUAL
10. ALL OF PLUMBING /EQUIPMENT AND PIPING SHALL BE BRACED HDR HEADER
. PROVI PIPE SUPPORT H .
me éORIECAr%%H%IEEDCE% 1%|-:8'sé|s;E(|E¢ITOE§A1|_6 3F2OARCES ACTING IN 26 ROVIDE NEW PIPE SUPPORTS AND HANGERS REFERENCE CODES 20 P501 PLUMBING DETAILS
- 27.  PATCH ALL PLASTER WALLS AND CEILING TO MATCH EXISTING IE INVERT ELEVATION
A. COEFFICIENTS IN CBC SECTION 1632A FORMULAS SHALL BE: TEXTURE. PAINT ALL PLASTER PATCHES TO MATCH EXISTING. 1. 2015 INTERNATIONAL BUILDING CODE (|BC)
Ca=0.44 3. 2015 INTERNATIONAL MECHANICAL CODE (IMC)
7= 4 28.  INSULATE ALL HOT WATER SUPPLY AND RETURN PIPING. 4. 2015 INTERNATIONAL PLUMBING CODE (IPC) PSI POUNDS PER SQUARE INCH
5. OSHA — OCCUPATIONAL SAFETY AND HEALTH STANDARDS
B. PLUMBING SYSTEM SHALL BE BRACED PER CBC 1632A.6 29. CONTRACTOR TO RECONNECT EXISTING BONDING TO WATER LINES. 6. ASHRAE — 62.1 VENTILATION FOR ACCEPTABLE INDOOR AIR QUALITY. SHT SHEET
1. CLEANING 7. ALL NFPA NATIONAL FIRE CODES EXCEPT NFPA 900 AND 5000.
: 8. UNIFORM FEDERAL ACCESSIBILITY STANDARDS (UFAS) INCLUDING VA
sov SHUT—OFF VALVE
A. PIPING, AND RELATED VALVES AND APPURTENANCES, SUPPLEMENT BARRIER FREE DESIGN. VICINITY MAP
ETC.: THOROUGHLY CLEAN SO AS TO REMOVE RUST,
SCALE, PLASTER OR ANY INTERNAL OBSTRUCTIONS. DEMOLITION NOTES REMODEL NOTES SQ. FT. SQUARE FEET
B. COMPLETION: UPON COMPLETION OF THE WORK, THE SIM. SIMILAR T~
CONTRACTOR SHALL REMOVE ALL RUBBISH, DEBRIS, AND 1. ALL EXISTING PIPING AND EQUIPMENT THAT IS REMOVED SHALL BE PROJECT BUILDINGS
SURPLUS MATERIALS, RESULTING THEREFROM FROM THE 1. CONTRACTOR SHALL REMOVE THE EXISTING PIPING AFTER DISPOSED OF BY CONTRACTOR - :
SREMISES TOGETHER. WITH AL TEST INSTRUMENTS. AND INSTALLING THE NEW MAIN PIPING. THIS SHALL MINIMIZE THE : TYP. TYPICAL
CONSTRUCTION EQUIPMENT AND SHALL LEAVE THE SITE INTERRUPTION OF THE EXISTING BUILDING WATER SUPPLY. 2. NEW PIPING AND VALVING SHALL BE INSTALLED UP TO CONNECTION - i«
IN A NEAT. CLEAN AND ACCEPTABLE CONDITION AS POINTS SO THAT DOWN TIME FOR FINAL CONNECTIONS SHALL BE w/ WITH
APPROVED BY VA 2. THE DISCONNECTION AND RECONNECTION TO THE RISERS SHALL BE MINIMUM. .
’ DONE DURING AFTER HOURS.
3. ALL NEW MATERIALS SHALL BE AVAILABLE BEFORE CONNECTIONS FU FIXTURE UNIT
12, FLUSHING OF PIPE SYSTEMS: 3. CONTRACTOR SHALL COORDINATE WITH VA MAINTENANCE SERVICES ARE ATTEMPTED.
‘ : FOR SCHEDULE OF SHUT DOWN OF THE EXISTING SERVICES. -
A. ENTIRE NEW PIPE SYSTEMS SHALL BE FLUSHED AND 4. DEMOLITION OF MATERIALS AND EQUIPMENT SHALL BE DONE AS g
CLEANED OF ALL FOREIGN MATTER BEFORE THEY ARE 4. ALL (E) ABANDONED PIPING INSIDE (E) WALLS FROM PREVIOUS EXPEDITIOUSLY AS POSSIBLE SO AS NOT TO INTERFERE WITH THE d
PLACED IN SERVICE. THE LENGTH AND NUMBER OF RENOVATION PROJECTS TO BE DEMOLISHED. BUILDING'S NORMAL OPERATION. .
FLUSHING CYCLES SHALL BE GOVERNED BY THE [
COMPLEXITY OF THE SYSTEM, BUT IN NO CASE LESS 5. UPON COMPLETION, THE ENTIRE PIPING SYSTEM SHALL BE FLUSHED.
;:é”sgéngfggT&C'—Es' UNLESS OTHERWISE INDICATED IN 6. PROVIDE WATER PIPING DISINFECTION TO ENTIRE BUILDING WATER
‘ SYSTEM AS INDICATED IN THE SPECIFICATIONS.
THAT IS TO BE CARRIED BY THE PIPING SYSTEM VALVES, BALANCING VALVES, AND WATER HAMMER ARRESTERS NORTH
(EXAMPLE:  COLD WATER PIPING — WATER; ETC). UNLESS LOCATIONS AS REQUIRED. IF THESE VALVES ARE LOCATED IN AN
OTHERWISE INDICATED IN THE SPECIFICATIONS. ACCESSIBLE PIPE CHASES, ACCESS PANEL IS NOT REQUIRED. o
8. REPLACE ALL (E) SINKS AND LAVATORIES ANGLE STOP VALVES - 5 —n ]
WITH NEW. -
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